
DOWNLIGHT LED B3D7V                                                                                                                                   VLUX Fixed 

Made in UK 05/202020  

VLUX 100 is a versatile luminaire system with a lumen output 
range 959 to >2986 lumens. The VLUX is a low depth fitting with 
an efficient cooling system. With a choice of 3 interchangeable 
reflectors, IP65 options, decorative accessories and emergency 
versions averaging 450lm on battery and a 3-hour duration, the 
VLUX 100 is a versatile and efficient lighting tool. 

 

Décor Ring White (diffuse) Décor Tube Red (diffuse) 

 

Accessories 
 

Part Number Description 

VXDTW VLUX  Décor Tube White 

VXDTB VLUX  Décor Tube Blue 

VXDTR VLUX  Décor Tube Red 

VXDRF VLUX  Décor  Drop Ring Frosted** 

 

Cut Out Diameter 86mm 
Weight: 0.2 Kg 

Weight excludes driver 

100 mm* 56 mm 

Applications: 
 Retail 

 Architectural 

 Commercial 

 Exhibition 

 Residential 

Accessories: 
 Glare reduction 

 Beam Shaping 

 Filters 

 Drop Tube 

 Décor Ring 

 IP version 

 Emergency option 
 

Part number nomenclature and examples: 
 

Part Number Description 

VX100B3D7V1100M930W 
VLUX:100:B3D7V:1100LM:MED-
BEAM: 3K90CRI:WHITE 

VX100B3D7V2600M840WIP-D3 
VLUX:100:B3D7V:2600LM:MED-
BEAM: 4K80CRI:WHITE:IP65:DALI 

 

VX = VLUX Range 
  100 = Diameter of bezel 
     B3D7V = Bridgelux LED Technology     
          0000 = supplied without driver 
          1100 = 1100 Lumen output (average across colours) 1 
          1500 = 1500 Lumen output (average across colours) 2 
          2000 = 2000 Lumen output (average across colours) 3 
          2600 = 2600 Lumen output (average across colours) 4 
              M = Medium beam 20 - 30 degree 
             XW = Exra Wide beam >50 degree 
                927 = 90CRI 2700K             
                830 = 80CRI 3000K 
                930 = 90CRI 3000K 
                840 = 80CRI 4000K 
                   W = RAL9010 Pure White** 
                   G = RAL9006 Grey Silver** 
                   B = RAL9005 Jet Black** 
                   C = Chrome polished* 
                     IP = IP65 [105mm OD bezel fitted with glass] 
                        E = Emergency Maintained 
                        EN = Emergency Non-Maintained 
                           ST = Self-Test Option not required with DALI 
                             -Dimming type suffix 
                             D1 = Dimmable Phase 
                             D2 = Dimmable 1-10V 
                             D3 = Dimmable DALI 

CRI 
CCT 
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Luminaire output Lumens and (Efficiency in Luminaire Lumen Per Watts) 
at typical drive current (mA) and forward voltage (V) DC 

250mA  30V 350mA  30V 500mA  31V 700mA 32V 

LED 
watts 

Total 
watts 

LED 
watts 

Total 
watts 

LED 
watts 

Total 
watts 

LED 
watts 

Total 
watts 

7.5 8.6 10.7 12 15.6 18 22.7 26 

927 398 959 (112) 1284 (107) 1723 (96) 2308 (89) 

830 498 1199 (139) 1605 (134) 2154 (120) 2885 (111) 

930 412 995 (116) 1332 (111) 1778 (99) 2395 (92) 

840 514 1241 (144) 1661 (139) 2229 (124) 2986 (115) 

  
1
1100 Average 

2
1500 Average 

3
2000 Average 

4
2600 Average 

 

Lumen output: 

IP65 version 

Typical beam angle values 

Refer to table below for exact lumen output. 
(all lumens are exit lumens)  
* Polished Chrome only available in IP65 
version. IP Bezel 105 mm diameter 
** Other finishes available to special order 
† The surface of the Extra Wide beam 
reflector is white in colour 
 

Extra Wide Medium 

Blue Drop Tube 

IP 20 


